
L-shaped
Manufactured from high alloy steel, which offers high torque, 
durability, and abrasion resistance. Heat-treated alloy steel 
and hard chrome plating provide high strength and resistance, 
increasing work efficiency and safety.
Ball-pointed design allows quick-turning and temporary 
tightening. 

BL-08

BL-04

Models
Across 

Flat
(mm)

Dimensions (mm)
Qty./Carton Weight

(g)
H L

BL-1.5 1.5 14 81 6 1
BL-02 2 16 96 6 3
BL-2.5 2.5 18 111 6 5
BL-03 3 20 127 6 9
BL-04 4 25 142 6 18
BL-05 5 28 160 6 30
BL-06 6 32 180 6 50
BL-08 8 36 198 6 100
BL-10 10 40 225 6 175

BL700

BL900

CAUTION
● Ball-point portion is made thinner. Do not apply excessive force when using ball-point type.

Ball point type

Models BL- 1.5 02 2.5 03 04 05 06 08 10
Across Flat(mm) 1.5 2 2.5 3 4 5 6 8 10

Models BL- 1.5 02 2.5 03 04 05 06
Across Flat(mm) 1.5 2 2.5 3 4 5 6

● With a holder
● Weight : 0.47kg
● Qty./Carton : 6

● With a holder
● Weight : 0.16kg
● Qty./Carton : 6

LONG BALL POINT HEX KEY WRENCH L-TYPE

Special alloy steel

Models BL700
Contents 7 Items

LONG BALL POINT HEX KEY WRENCH SET L-TYPE

Models BL900
Contents 9 Items

For ball point type, it can be 
tilting until 30 degree

290 


